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MOPAR BATTERIES

Mopar’s fast-moving and competitively priced
products include Mopar Batteries. You can give your
customers the traditional Mopar quality they want

at the competitive price they demand.

Mopar Power Pro 5, 6 and 7 batteries
are all included in the Mopar Value Line,
and each offers a long, trouble-free life.

Consider the competitive advantages 
of Mopar’s full line of batteries and you’ll
quickly discover the Mopar Difference.

POWER PRO 7 BATTERY 
FEATURES & BENEFITS

1 Advanced Technology Grids — Corrosion-
resistant grids, together with the advanced orbital
cell design, create superior quality and durability
for a longer, trouble-free life.

2 Patented Vitreous Separators — Acid-permeated
vitreous separators are at the heart of the Power
Pro 7 battery’s recombinant technology. Vitreous
separators facilitate recombination to reduce acid
stratification, enabling the Power Pro 7 battery 
to recharge faster than conventional batteries.

3 Foldaway Handle — Convenient foldaway 
handle assures easy installation and service in
most vehicles.

4 Six-Valve Isolated Cell Design — Advanced
multi-cell design allows gas to escape in the
event of an overcharge without compromising
the battery’s sealed quality. Also, there is no
free-flowing electrolyte to leak from the valves.

5 Through-the-Partition Weld Design —

Advanced through-the-partition inter-cell welding
provides maximum conductivity and vibration
resistance for superior durability.

6 Extra Heavy-Duty Straps — Heavy-duty 
straps promote superior conductivity, strength
and durability.

Batteries
Belts & Hoses
Brakes
Exhaust
Filters

Lighting
Shocks, Struts & 

Liftgate Supports
Spark Plugs
Wiper Blades
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MOPAR POWER PRO 5 AND 
POWER PRO 6 BATTERIES

Mopar’s Power Pro 5 and Power Pro 6 batteries

feature a new silver-enriched calcium alloy which

slows down corrosion and makes for a more reliable

and powerful battery. The CCA ratings up to 950 

amps stand up to extreme temperature conditions 

to provide starting power in any weather.

These batteries fit more than 90% of the automotive

market without spaces or adapters. Plus they come

with a 60-month and 72-month warranty coverage

period, respectively, and an 18-month, no charge

replacement period.

POWER PRO 7 BATTERY

This absolute premium, state-of-the-art

battery out-performs conventional batteries

in terms of power, safety and durability,

and offers a longer, trouble-free life. 

Plus it comes with an 84-month warranty

coverage and a 24-month no charge

replacement  period. 

The Power Pro 7 Battery fits more than

50% of the automotive market.

Mopar offers a full line of replacement batteries for domestic
and import passenger cars, minivans, trucks, vans and sport
utility vehicles.
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C O M M O N  T E R M S

Dealing intelligently with battery customers is nothing either dark or mysterious, but it is often helpful to
understand the basic terms that are common in battery “lingo.” A quick reading of the following sections
should help you deal with the technical aspects of a battery sale.

POWER RATINGS

Amps or Amperes:The most typical measure of a battery’s electrical performance.  It is usually
expressed as CCAs.

Cold-Cranking Amps (CCA) Starting Power:The number of amps a battery can produce at 0°F for 
30 seconds while maintaining at least 1.2 volts per cell. This rating is most commonly used and 
recognized as the true measure of a battery’s starting power.

Reserve Capacity:The time in minutes in which a new, fully-charged battery can provide 25 amps 
to essential equipment (such as lights, spark plug ignition and fuel pump) if the alternator fails.

Voltage: A constant measure of electrical “pressure.” A vehicle’s electrical system requires either 
six volts or 12 volts.

BATTERY TYPES

Starting Batteries: Automotive batteries designed for short bursts of starting power, from five to 30
seconds maximum.

BATTERY COMPONENTS

Case:The outside structure containing the battery’s parts. These are usually made from plastic, although
some types are still made from hard rubber.

Cells:The number of internal compartments that hold the battery’s plates.

Posts: Also called terminals or connectors, these are the external connections that allow the battery 
to be joined to the vehicle’s electrical system. Automotive batteries are either top post or side post.

Vents:The apertures where gases form during charging are ventilated from the battery through 
vents. Even so-called “sealed” designs have vents to prevent buildup of dangerous gases.

BATTERY TERMS

Group Size:The physical design of the battery as specified by the original equipment manufacturer, 
i.e., length, width, height, terminal type and location.

Electrolyte: A solution of water and sulfuric acid that enables the chemical reaction within the battery 
to take place.

Hold-Downs:The mechanical means by which the battery is installed in the vehicle.

Retrofit:This refers to one group size’s interchangeability with other similar group sizes that may 
not be carried in inventory. 

While there are many other terms which can be part of technical battery jargon, these are the ones 
that come up most frequently.  Being familiar with the basics will help you “talk batteries like a pro.”
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M A I N T E N A N C E  A N D  S E L L I N G  T I P S

1. Increase battery and related electrical sales by using your midtronics MICRO420 printout.

2. Store batteries in a cool place.  (Heat causes batteries to discharge at a faster rate.)

3. Rotate your stock and sell batteries on a First-In/First-Out (FIFO) basis (older batteries in the front,
newer batteries in the rear) to ensure customers are purchasing fully-charged, ready-to-install
batteries.

4. Keep shelves fully stocked and free from dirt and debris.

5. Whenever possible, show prices.  Be sure to reflect the price with and without exchange.

6. Highlight specials, sale prices, tie-in deals and advertised specials.

7. Update signage to reflect change of season, or take advantage of a severe turn in the weather to
remind your customers that you are in the battery business.

8. Keep batteries above 75% state of charge.

a) Periodically check stock using a hydrometer.  If the reading is below 1.225, slow charge to 1.265.

b) Periodically check stock using a digital voltmeter.  If reading is below 12.40 volts, slow charge 
to 12.60 volts.

9. At time of sale, use the Mopar Battery Catalog to locate the correct battery.

a) Locate customer’s vehicle by model year.

b) Read appropriate group size and minimum O.E. CCAs.

c) Select battery in size that meets or exceeds minimum O.E. CCAs.

10. Pull appropriate battery from inventory using the FIFO method.

11. If necessary, clean off battery case and top, and clean battery terminals with a wire brush.

12. If battery is not being installed at your store:

a) Load test it before giving to your customer.

b) Include installation instructions.

13. Inform your customers that old batteries should be returned for proper recycling.

14. Always thank your customers for their business!
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BATTERY L IMITED WARRANTY

MOPAR REPLACEMENT BATTERY LIMITED WARRANTY

WHAT IS WARRANTED

The Mopar Power Pro 5 (60-month) or Mopar Power Pro 6 (72-month) battery found to be defective in 
materials or workmanship will be replaced at no charge for 18 months from the date of purchase. After 
the initial 18 months, the owner may receive a prorated allowance toward the purchase of a new Mopar 
replacement battery. This warranty is extended to the original battery purchaser only by 
DaimlerChrysler Motors Company, LLC.

The Mopar Power Pro 7, an 84-month battery, found to be defective in materials or workmanship will be 
replaced at no charge for 24 months from the date of purchase. After the initial 24 months, the owner may 
receive a prorated allowance toward the purchase of a new Mopar replacement battery. This warranty is 
extended to the original battery purchaser only by DaimlerChrysler Motors Company, LLC.

The prorated amount will be computed by dividing the retail list price of the battery by the number of 
months covered under the battery’s limited warranty period.  This calculation will provide a monthly 
proration factor. Then multiply the monthly proration factor by the number of “in-service” months to 
determine the pro rata amount paid by the customer.  To calculate the number of “in-service” months, 
subtract the number of months since the date the battery was purchased (as shown by the date on the 
customer repair order or parts counter ticket) from the number of months of limited warranty coverage 
provided by the battery. 

Mopar replacement batteries installed in a Chrysler, Dodge, or Jeep vehicle covered by the New Vehicle 
Limited Warranty (“Basic Warranty”) that are found to be defective in materials are warranted for the 
remainder of the New Vehicle Limited Warranty or for 18 or 24 months depending on the type battery as 
stated above, whichever is more favorable to the customer. A battery that fails under the New Vehicle 
Limited Warranty will be replaced with a Mopar battery of an equal or next highest amp-hour rating. 

HOW TO OBTAIN MOPAR WARRANTY SERVICE

Replacement of the battery will be done by presenting the battery, together with the dealer service 
order or parts counter ticket for the original purchase, to any authorized Chrysler, Dodge, or Jeep 
dealer.  If the replaced battery was installed in the vehicle by a Chrysler, Dodge, or Jeep dealer and the
battery is within the no charge replacement period, both the replacement battery and the labor needed 
to install it are covered. It is recommended that you take your Chrysler, Dodge, or Jeep vehicle to your
selling dealer or to the dealer who sold or installed your Mopar part or accessory.  However, you may
obtain replacement parts or service under warranty from any authorized Chrysler, Dodge, or Jeep 
dealer.  Except in an emergency, warranty service for Mopar Parts and Accessories may be obtained ONLY
at an authorized Chrysler, Dodge, or Jeep dealer. 

BATTERY LIMITED WARRANTY
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WHAT IS NOT COVERED

Batteries that are discharged are not considered defective.

Mopar warranties do not cover any non-DaimlerChrysler Motors Company, LLC or non-Mopar parts
components or equipment. These warranties also do not cover the costs of any repairs or adjustments
that might be caused by or needed because of the use or installation of non-DaimlerChrysler Motors
Company, LLC or non-Mopar parts, equipment, materials or additives.

Mopar warranties do not cover the costs of repairing damage or conditions caused by fire or accident;
by abuse, negligence, or misuse (for example, driving over curbs, or overloading or racing the 
vehicle); by improper adjustment, alteration or failure to maintain the vehicle on which they are
installed; or corrosion or damage caused by the use of caustic materials.

Mopar Limited Warranties do not cover parts installed on a vehicle used for racing or competition, 
nor do they cover the repair of damage or conditions caused by racing or competition.

Mopar Limited Warranties do not cover the costs of repairing or replacing any part due to damage
caused by poor or improper maintenance, contaminated fuels, or the use of fuels, oils, lubricants,
cleaners, or fluids of a type other than those recommended in your owner’s manual.

Mopar warranties do not cover the costs of repairing damage caused by environmental factors or Acts
of God. “Environmental factors” include such items as airborne fallout, chemicals, tree sap, salt, ocean
spray, acid rain and road hazards.  “Acts of God” include such things as hail, floods, windstorms, 
lightning, tornadoes, sandstorms and earthquakes.

Mopar warranties do not apply to parts installed on a vehicle which has had its odometer or emissions
system tampered with or disconnected, or which has been declared to be a total loss by any insurance
company, or is rebuilt after being declared to be a total loss, or is issued a certificate of title indicating
that it is designated as “salvage,” “junk,” “rebuilt” or words of similar import.

DaimlerChrysler Motors Company, LLC will deny warranty coverage without notice if it finds that a
vehicle is ineligible for warranty coverage because it has been salvaged or declared a total loss as set
forth in the above paragraph.
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Mopar Limited Warranties do NOT cover any incidental or consequential damages connected with 

the failure of the part under warranty. Such damages include lost time; inconvenience; the loss of 
the use of your vehicle; the cost of rental cars, gasoline, telephone, travel or lodging; the loss of 
personal or commercial property; or the loss of revenue.  Some states do not allow the exclusion 

or limitation of incidental or consequential damages, so the above limitations or exclusions may 

not apply to you.

Your warranties can also be restricted by DaimlerChrysler Motors Company, LLC, as set forth in the New
Vehicle Limited Warranty.  If your New Vehicle Limited Warranty is restricted by DaimlerChrysler Motors
Company, LLC, coverage under your Mopar Parts and Accessories Limited Warranties may 
also be restricted or denied.

OTHER TERMS

A. To the extent allowed by law, any implied warranties, including any implied warranty of merchantability 
or fitness for a particular purpose, are limited in duration to the duration of these express warranties. 
To the extent allowed by law, if the parts are installed on a vehicle used primarily for business or
commercial purposes, no implied warranties apply. Some states do not allow limitations on how 

long an implied warranty lasts, so the above limitations may not apply to you.

B. These warranties are the only express warranties made by DaimlerChrysler Motors Company, LLC 
for Mopar Parts and Accessories.  Except where prohibited by law, this warranty is the sole and 
exclusive remedy.

C. NO person, including a dealer or employee of DaimlerChrysler Corporation or DaimlerChrysler Motors
Company, LLC, has the authority to vary or change these warranties.

D. Michigan law governs this warranty to the extent allowed by law.  Interpretation of the terms of this war-
ranty must be done using Michigan law.

E. These Limited Warranties give you specific legal rights and you may also have other rights which 

vary from state to state.

BATTERY LIMITED WARRANTY
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MOPAR POWER PRO BATTERY
PRO RATA INFORMATION & CALCULATIONS

Mopar Power Pro Battery Replacement Claims

All eligible Mopar Pro Rata battery replacements must be submitted with a Mopar Warranty 
Repair Order (MWRO). 

The Pro Rata battery adjustment claim must be submitted with no other repairs on the MWRO.

If the battery failed during the first 18 or 24 months (depending on battery model) of the Limited
Warranty period, you can claim payment for the labor involved on an MWRO. Beyond the first 18 
or 24 months (depending on model) of the Limited Warranty period, towing and/or labor for testing 
and replacement of battery are not covered.

To Submit a Claim For Reimbursement:

1. Verify the battery start date (see Step 6).

2. Test the battery according to procedures outlined in the Warranty Policy and Procedures 
Manual. A battery that is only discharged is not eligible for warranty coverage. A battery 
may only be warranted for a defect in manufacturing or workmanship.

3. If the battery proves to be defective, replace it with a battery from your stock.

4. Complete all required MWRO information (see Step 6).

5. Mopar Batteries are covered by a no charge and Pro Rata Adjustment Policy period. Periods of 
coverage vary depending on the specific battery type.

6. For Pro Rata Adjustment Claims: You will be reimbursed based on the number of 
“in-service months.”* Months in service are determined from battery in-service/purchase date 
to the Repair Order date for the failed Mopar battery.

7. Mopar will replace at no additional charge defective batteries that fail within the first 18 or 24
months (depending on model) of the Limited Warranty Period.

*The “in-service” life of the battery is calculated in full months beginning with purchase date and ending
with return date. (Example: Mopar Power Pro 5 Battery purchased on April 13, 2003, and returned April
23, 2005, would equal 24 months of “in-service” life.)
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PRORATION CALCULATION INSTRUCTIONS
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Mopar Power Pro Battery Pro Rata

Calculating Dealer Reimbursement Amounts

To calculate the Dealership Reimbursement amount for a new replacement battery under 

Limited Warranty:

A. Multiply the dealer net price times 140 percent.

B. Divide the total by the number of months covered by the Pro Rata Policy. 

C. Multiply this figure by the difference between the number of months the battery has been 
in service and the total pro rata.

Example:

[Example based on Mopar Power Pro 5 Battery]

A. Dealer Cost of Battery: $53.00
Cost x 140%: $74.20

B. Months Covered by Pro Rata Policy: . 60
Monthly Dealer Pro Rata ($74.20/60): $1.23*

C. Unused Months of Policy (60-20): . 40** 
Dealership Reimbursement ($1.23 x 40): $49.20

*Monthly Pro Rata amount for Dealer Reimbursement Amount rounded down.

**The “in-service” life of the battery is calculated in full months beginning with purchase date 
and ending with return date. (Example: Mopar Power Pro 5 Battery purchased on April 13, 2003, 
and returned April 23, 2005, would equal 24 months of “in-service” life.)

Mopar Power Pro Battery Pro Rata

Calculating Customer Pro Rata Amounts

To calculate the Customer Pro Rata amount for a new replacement battery under Limited Warranty:

A. Divide the Mopar List Price of the new battery by the number of months covered by the 
Pro Rata Policy.

B. Multiply this figure by the number of months the battery has been in service.

PRORATION CALCULATION INSTRUCTIONSPRORATION CALCULATION INSTRUCTIONS
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PRORATION CALCULATION INSTRUCTIONS

Refer to the Specific Pro Rata Card for each Mopar Power Pro Battery for Dealer Reimbursement 
and Customer Pro Rata Multipliers.
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I N S TA L L AT I O N  A N D  C H A R G I N G  I N S T R U C T I O N S

SAFETY FIRST

• Take care that the battery does not leak or spill.  All lead-acid batteries contain corrosive sulfuric 
acid and generate explosive gases.  

• Do NOT allow smoking, open flames or sparks near a battery.

• Wear safety goggles and rubber gloves when installing or charging a battery.

INSTALLATION INSTRUCTIONS

1.Disconnecting a battery in vehicles with onboard computers will disrupt programs.  Use a memory
saver or follow the manufacturer’s instructions for resetting.

2. Make sure the ignition switch is off when interrupting the circuitry to remove a battery.

3. Identify, mark and disconnect the grounded terminal first (typically this will be the negative [-]
terminal) to minimize the risk of sparks and explosion.

4. Identify, mark and disconnect the starter/solenoid terminal (typically this will be the positive [+] 
terminal).

5. Remove the spent battery hold-down without touching the terminals.

6. Lift out the old battery.  The terminals must not touch metal.

7.Inspect battery tray, hold-downs and cable ends for corrosion.  If present, clean the battery tray with a
wire brush and neutralize any corrosion with a solution of baking soda and water.  If the battery tray is
severely corroded, recommend to your customer that it be replaced.

8. Check the new battery to ensure it is the recommended size and type, is properly charged, 
will pass a load test and is not damaged.

9. Clean and dry the battery.

10. Position the battery in the clean battery tray in the direction to give proper ground connection.
Fitting batteries in reverse direction can cause serious damage to the electrical system.

11. Check hood clearance to ensure the top terminals do not interfere with the hood or other components
around the battery during installation. 

12. Replace the hold-down clamps and tighten firmly.  Do not overtighten.

13. Check that protective terminal caps are used on all unused terminals.

14. Position the starter/solenoid cable on the proper terminal (typically this will be the positive [+] 
terminal) and secure.  Make sure the cable is not putting a strain on the terminal.

15. Position the ground cable on the proper terminal (typically this will be the negative [-] terminal) and
secure.  Make sure the cable is not putting a strain on the terminal.  Do NOT go back to the hot termi-
nal after attaching the ground cable.
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I N S TA L L AT I O N  A N D  C H A R G I N G  I N S T R U C T I O N S
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16. Start the engine and confirm that, as engine speed is increased, the ignition warning light goes out
and/or the ammeter indicates a “charge.”  If the ignition warning light does not go out, stop the engine
and check the alternator/regulator system.

17. Before closing the hood, double-check the hood clearance.

18. Dispose of old battery at an authorized collection center.

CHARGING INSTRUCTIONS

The battery and the charger determine how much current will be used to charge the battery and how
long it will take.  Most chargers automatically adjust to the battery’s state-of-charge and shut off when the
battery becomes adequately charged.  Many chargers have minimum voltages that must be present in
the battery before the charger will switch on.  Normally these low voltages are well below those 
exhibited by a battery that appears “dead” to the vehicle’s electrical system.

The Mopar Power Pro 7 battery is sensitive to high voltage charging (above 14.4 volts). The 
recommendation is to use a 6 to12 amp, 12-volt automatic charger set at the regular setting. If you 
use a non-automatic charger, you need to monitor the voltage so it does not exceed 14.4 volts and/or 
12 amps at any time during a charge. This battery needs recharging only if the open circuit voltage (o.c.v.)
is below 12.5 volts. DO NOT OVERCHARGE.

If the charger requires manual adjustment for current or shut-off, check the charger’s instructions 
for the setting that is appropriate to the battery’s rating.

1. Never charge a frozen battery.

2. Charge the battery in an area where the charger and the battery are well ventilated and 
unlikely to be disturbed.

3. Switch off and unplug the charger before connecting and disconnecting the battery.  
Make sure the leads are connected to the proper battery terminals.

4. Never wiggle the connections to check contact while the charger is turned on or plugged in.

5. Keep the vent plugs in place during recharging.

6. Do not allow the battery to overheat (hot to the touch) during recharge.



BCI Previous Cold-
Group Part New Smart Cranking BCI Reference Dimension
Size Number Part Number Amps Length Width Height

25 04364916 — 525 9-1/16" 6-7/8" 8-7/8"
26 04364940 — 525 8-5/8" 6-3/4" 7-15/16"

26R 05017992AA BA26R510EX 510 8-5/8" 6-3/4" 7-15/16"
26R 04793359AB BA26R450EX 450 8-5/8" 6-3/4" 7-15/16"
34 04364945 BA034500EX 500 10-3/16" 6-13/16" 7-15/16"
34 04364944 BA034600EX 600 10-3/16" 6-13/16" 7-15/16"
51 04798346 — 450 9-3/8" 5-1/16" 8-13/16"
56 04364925 — 535 10" 6-1/16" 8-3/8"
58 04671002 — 460 9-7/16" 7-1/4" 7"
70 04364941 — 450 8-5/8" 7-1/32" 7-3/16"
75 04796506 BA075510EX 510 8-15/16" 7-1/32" 7-3/16"
86 05252681 BA086525EX 525 9-1/16" 6-13/16" 8"

BCI Previous Cold-
Group Part New Smart Cranking BCI Reference Dimension
Size Number Part Number Amps Length Width Height

24 04364907 — 525 10-5/8" 6-3/4" 8-7/8"
27 04713923 BA027750EX 750 12-1/2" 6-13/16" 8-15/16"
27 04713921 BA027600EX 600 12-1/2" 6-13/16" 8-15/16"

30H/31 56028408 — 950 13" 6-3/16" 9-3/8"
34/78 04364956 — 850 10-3/16" 7" 8"
35/24F 05080913AA — 525 9-1/16" 6-7/8" 8-7/8"

58 83200089 — 540 9-7/16" 7-1/4" 7"
58R 05083362AA — 580 10-1/16" 7" 7-15/16"
65 04741698 BA065600EX 600 11-3/8" 7-1/2" 7-1/2"
65 05083346AA BA065750EX 750 11-3/8" 7-1/2" 7-1/2"
78 04709386 — 730 10-3/16" 6-3/4" 7-3/16"

15

MOPAR POWER PRO 5

MOPAR POWER PRO 6

MOPAR POWER PRO 7
BCI Previous Cold-

Group Part New Smart Cranking BCI Reference Dimension
Size Number Part Number Amps Length Width Height

ORB78DT-84 05019837AA — 770 9" 6 7/8" 8 1/8"
ORB75DT-84 05086114AA — 690 10 1/8" 7" 8"

NOTE: Power Pro batteries featuring new technology are highlighted.
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Body Application Group Power Pro 7+ Power Pro 6 Power Pro 5
Model Code Specific Data Size Part Number CCA Part Number CCA Part Number CCA

PASSENGER CARS

Sebring Convertible JR All 75 04609104AB 05086114AA 690 — — BA075510EX 510
Sebring Sedan
Stratus Sedan
300M LH 2.7L 34 04609180AC 05019837AA 770 — — BA034500EX 500
Concorde 3.2L, 3.5L 34 04609365AC — — — — BA034600EX 600
LHS
Intrepid
Neon PL All 26R 05033271AA — — — — BA26R450EX 450
Sebring Coupe ST All 86 MB530252 — — — — BA086525EX 525
Stratus Coupe
Viper ZB All 34 04609365AC — — — — BA034600EX 600

Body Application Group Power Pro 7 Power Pro 6 Power Pro 5
Model Code Specific Data Size O.E. Part No. Part Number CCA Part Number CCA Part Number CCA

Body Application Group Power Pro 7+ Power Pro 6 Power Pro 5
Model Code Specific Data Size Part Number CCA Part Number CCA Part Number CCA

TRUCKS, VANS, SPORT UTILITY & SPECIALTY VEHICLES

Ram Van/Wagon† AB All 27 56028375AB/ 05019837AA 770 BA027600EX 600 — —
56028376AB BA027750EX† 750

Dakota† AN All 27 56028375AB/ 05019837AA 770 BA027600EX 600 — —
56028376AB BA027750EX† 750

Durango† DN All 27 56028375AB/ 05019837AA 770 BA027600EX 600 — —
56028376AB BA027750EX† 750

Ram Truck* DR All 65 56029449AA/ — — BA065600EX 600 — —
56028450AA

V-10, Diesel 65 56029451AA/ — — BA065750EX 750 — —
56028452AA

Liberty KJ All 34 04609365AC — — — — BA034600EX 600
PT Cruiser PT All 26R 04671579AB — — — — BA26R510EX 510
Wrangler TJ All 34 04609180AC 05019837AA 770 — — BA034600EX 600

Grand Cherokee WJ All 65 56041556AB — — BA065600EX 600 — —

Body Application Group Power Pro 7 Power Pro 6 Power Pro 5
Model Code Specific Data Size O.E. Part No. Part Number CCA Part Number CCA Part Number CCA

Body Application Group Power Pro 7+ Power Pro 6 Power Pro 5
Model Code Specific Data Size Part Number CCA Part Number CCA Part Number CCA

MINIVANS

Caravan RS 3.3L, 3.8L 34 04686158AD 05019837AA 770 — — BA034500EX 500
Town & Country 2.4L & HD 34 04727159AD 05019837AA 770 — — BA034600EX 600
Voyager Trailer Tow Pkg.

Body Application Group Power Pro 7 Power Pro 6 Power Pro 5
Model Code Specific Data Size O.E. Part No. Part Number CCA Part Number CCA Part Number CCA
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* Ram Turbo Diesel requires two batteries.
† Some fleet customers require 750 CCA applications.

The battery application recommended on the chart is based on the Original Equipment specification. Batteries 
with different CCA’s may be substituted from recommended application. Please consult the Original Equipment 
application or the Owner’s Manual.
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Body Application Group Power Pro 7+ Power Pro 6 Power Pro 5
Model Code Specific Data Size Part Number CCA Part Number CCA Part Number CCA

TRUCKS, VANS & SPORT UTILITY VEHICLES

Ram Van/Wagon† AB All 27 56028375AB/ 05019837AA 770 BA027600EX 600 — —
56028376AB BA027750EX† 750

Dakota† AN All 27 56028375AB/ 05019837AA 770 BA027600EX 600 — —
56028376AB BA027750EX† 750

Durango† DN All 27 56028375AB/ 05019837AA 770 BA027600EX 600 — —
56028376AB BA027750EX† 750

Ram Truck* DR All 65 56029449AA/ — — BA065600EX 600 — —
56028450AA

V-10, Diesel 65 56029451AA/ — — BA065750EX 750 — —
56028452AA

Liberty KJ All 86 56041380AA — — — — BA086525EX 525
PT Cruiser PT All 26R 04671579AB — — — — BA26R510EX 510
Wrangler TJ All 34 04609180AC 05019837AA 770 — — BA034500EX 500
Grand Cherokee WJ All 65 56041113 — — BA065600EX 600 — —

Body Application Group Power Pro 7 Power Pro 6 Power Pro 5
Model Code Specific Data Size O.E. Part No. Part Number CCA Part Number CCA Part Number CCA

* Ram Turbo Diesel requires two batteries.
† Some fleet customers require 750 CCA applications.

Body Application Group Power Pro 7+ Power Pro 6 Power Pro 5
Model Code Specific Data Size Part Number CCA Part Number CCA Part Number CCA

PASSENGER CARS

Sebring Convertible JR All 75 04609104 05086114AA 690 — — BA075510EX 510
Sebring Sedan
Stratus Sedan
300M LH 2.7L 34 04686158AC/ 05019837AA 770 — — BA034500EX 500
Concorde 04609180AB
LHS 3.2L, 3.5L 34 04727159AC/ — — — — BA034600EX 600
Intrepid 04609365AB
Neon PL All 26R 04793359AB/ — — — — BA26R450EX 450

05033271AA
Prowler PR All 34 04609180AC 05019837AA 770 — — BA034500EX 500

Viper SR All 78 04763996AC — — 04709386 730 — —
Sebring Coupe ST All 86 MB530252 — — — — BA086525EX 525
Stratus Coupe

Body Application Group Power Pro 7 Power Pro 6 Power Pro 5
Model Code Specific Data Size O.E. Part No. Part Number CCA Part Number CCA Part Number CCA

Body Application Group Power Pro 7+ Power Pro 6 Power Pro 5
Model Code Specific Data Size Part Number CCA Part Number CCA Part Number CCA

MINIVANS

Caravan RS 3.3L, 3.8L 34 04686158AC/ 05019837AA 770 — — BA034500EX 500
Town & Country 04609180AB
Voyager 2.4L & HD 34 04727159AC/ 05019837AA 770 — — BA034600EX 600

Trailer Tow Pkg. 04609365AB

Body Application Group Power Pro 7 Power Pro 6 Power Pro 5
Model Code Specific Data Size O.E. Part No. Part Number CCA Part Number CCA Part Number CCA
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The battery application recommended on the chart is based on the Original Equipment specification. Batteries 
with different CCA’s may be substituted from recommended application. Please consult the Original Equipment 
application or the Owner’s Manual.
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PASSENGER CARS

Sebring Convertible JR All 75 05086114AA 690 — — BA075510EX 510
Sebring Sedan
Stratus Sedan
300M LH 2.7L 34 05019837AA 770 — — BA034500EX 500
Concorde 3.2L, 3.5L 34 — — — — BA034600EX 600
LHS
Intrepid
Neon PL All 26R — — — — BA26R450EX 450
Prowler PR All 34 05019837AA 770 — — BA034500EX 500
Viper SR All 78 — — 04709386 730 — —
Sebring Coupe ST All 86 — — — — BA086525EX 525
Stratus Coupe

Body Application Group Power Pro 7 Power Pro 6 Power Pro 5
Model Code Specific Data Size Part Number CCA Part Number CCA Part Number CCA

TRUCKS, VANS & SPORT UTILITY VEHICLES

Ram Van/Wagon† AB All 27 05019837AA 770 BA027600EX 600 — —
BA027750EX† 750

Dakota† AN All 27 05019837AA 770 BA027600EX 600 — —
BA027750EX† 750

Ram Truck* BE/BR All 27 05019837AA 770 BA027600EX 600 — —
V-10, Diesel BA027750EX 750

Durango† DN All 27 05019837AA 770 BA027600EX 600 — —
BA027750EX† 750

PT Cruiser PT All 26R — — — — BA26R510EX 510
Wrangler TJ All 34 05019837AA 770 — — BA034500EX 500
Grand Cherokee WJ All 65 — — BA065600EX 600 — —
Cherokee XJ All 58 05019837AA 770 83200089 540 BA034600EX 600

Body Application Group Power Pro 7 Power Pro 6 Power Pro 5
Model Code Specific Data Size Part Number CCA Part Number CCA Part Number CCA

MINIVANS

Caravan RS 3.3L, 3.8L 34 05019837AA 770 — — BA034500EX 500
Town & Country 2.4L & HD 34 05019837AA 770 — — BA034600EX 600
Voyager Trailer Tow Pkg.

Body Application Group Power Pro 7 Power Pro 6 Power Pro 5
Model Code Specific Data Size Part Number CCA Part Number CCA Part Number CCA

* Ram Turbo Diesel requires two batteries.
† Some fleet customers require 750 CCA applications.

The battery application recommended on the chart is based on the Original Equipment specification. Batteries 
with different CCA’s may be substituted from recommended application. Please consult the Original Equipment 
application or the Owner’s Manual.
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PASSENGER CARS

Avenger FJ All 86 — — — — BA086525EX 525
Sebring
Breeze JA All 75 05086114AA 690 — — BA075510EX 510
Cirrus
Stratus
Sebring Convertible JX All 75 05086114AA 690 — — BA075510EX 510
300M LH 2.7L 34 05019837AA 770 — — BA034500EX 500
Concorde 3.2L, 3.5L BA034600EX 600
LHS
Intrepid
Neon PL All 26R — — — — BA26R450EX 450
Prowler PR All 34 05019837AA 770 — — BA034500EX 500
Viper SR All 78 — — 04709386 730 — —

Body Application Group Power Pro 7 Power Pro 6 Power Pro 5
Model Code Specific Data Size Part Number CCA Part Number CCA Part Number CCA

TRUCKS, VANS & SPORT UTILITY VEHICLES

Ram Van/Wagon† AB All 27 05019837AA 770 BA027600EX 600 — —
BA027750EX† 750

Dakota† AN All 27 05019837AA 770 BA027600EX 600 — —
BA027750EX† 750

Ram Truck* BE/BR All (except 27 05019837AA 770 BA027600EX 600 — —
Diesel) BA027750EX 750

Durango† DN All 27 05019837AA 770 BA027600EX 600 — —
BA027750EX† 750

Wrangler TJ All 34 05019837AA 770 — — BA034500EX 500
Grand Cherokee WJ All 65 — — BA065600EX 600 — —
Cherokee XJ All 58 05019837AA 770 — — BA034600EX 600

Body Application Group Power Pro 7 Power Pro 6 Power Pro 5
Model Code Specific Data Size Part Number CCA Part Number CCA Part Number CCA

MINIVANS

Caravan NS 3.3L, 3.8L 34 05019837AA 770 — — BA034500EX 500
Town & Country 2.4L & HD 34 05019837AA 770 — — BA034600EX 600
Voyager Trailer Tow Pkg.

Body Application Group Power Pro 7 Power Pro 6 Power Pro 5
Model Code Specific Data Size Part Number CCA Part Number CCA Part Number CCA

* Ram Turbo Diesel requires two batteries.
† Some fleet customers require 750 CCA applications.

The battery application recommended on the chart is based on the Original Equipment specification. Batteries 
with different CCA’s may be substituted from recommended application. Please consult the Original Equipment 
application or the Owner’s Manual.
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PASSENGER CARS

Avenger FJ All 86 — — — — BA086525EX 525
Sebring
Breeze JA All 75 05086114AA 690 — — BA075510EX 510
Cirrus
Stratus
Sebring Convertible JX All 75 05086114AA 690 — — BA075510EX 510
300M LH 2.7L 34 05019837AA 770 — — BA034500EX 500
Concorde 3.2L, 3.5L 34 — — — — BA034600EX 600
Intrepid
LHS
Neon PL All 58 — — 83200089 540 04671002 460
Prowler PR All 34 05019837AA 770 — — BA034500EX 500
Viper SR All 78 — — 04709386 730 — —

Body Application Group Power Pro 7 Power Pro 6 Power Pro 5
Model Code Specific Data Size Part Number CCA Part Number CCA Part Number CCA

TRUCKS, VANS & SPORT UTILITY VEHICLES

Ram Van/Wagon† AB All 27 05019837AA 770 BA027600EX 600 — —
BA027750EX† 750

Dakota† AN All 27 05019837AA 770 BA027600EX 600 — —
BA027750EX† 750

Ram Truck* BE/BR All (except 27 05019837AA 770 BA027600EX 600 — —
Diesel) BA027750EX 750

Durango† DN All 27 05019837AA 770 BA027600EX 600 — —
BA027750EX† 750

Wrangler TJ All 34 05019837AA 770 — — BA034500EX 500
Grand Cherokee WJ All 65 — — BA065600EX 650 — —
Cherokee XJ All 58 05019837AA 770 — — BA034600EX 600

Body Application Group Power Pro 7 Power Pro 6 Power Pro 5
Model Code Specific Data Size Part Number CCA Part Number CCA Part Number CCA

MINIVANS

Caravan NS 3.3L, 3.8L 34 05019837AA 770 — — BA034500EX 500
Town & Country 2.4L & HD 34 05019837AA 770 — — BA034600EX 600
Voyager Trailer Tow Pkg.

Body Application Group Power Pro 7 Power Pro 6 Power Pro 5
Model Code Specific Data Size Part Number CCA Part Number CCA Part Number CCA

* Ram Turbo Diesel requires two batteries.
† Some fleet customers require 750 CCA applications.

The battery application recommended on the chart is based on the Original Equipment specification. Batteries 
with different CCA’s may be substituted from recommended application. Please consult the Original Equipment 
application or the Owner’s Manual.
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PASSENGER CARS

Avenger FJ All 86 — — — — BA086525EX 525
Sebring
Talon
Breeze JA All 75 05086114AA 690 — — BA075510EX 510
Cirrus
Stratus
Sebring Convertible JX All 75 05086114AA 690 — — BA075510EX 510
Concorde LH 34 05019837AA 770 — — BA034500EX 500
Intrepid BA034600EX 600
Neon PL All 58 — — 83200089 540 04671002 460
Prowler PR All 34 05019837AA 770 — — BA034500EX 500
Viper SR All 78 — — 04709386 730 — —

Body Application Group Power Pro 7 Power Pro 6 Power Pro 5
Model Code Specific Data Size Part Number CCA Part Number CCA Part Number CCA

TRUCKS, VANS & SPORT UTILITY VEHICLES

Ram Van/Wagon† AB All 27 05019837AA 770 BA027600EX 600 — —
BA027750EX† 750

Dakota† AN All 27 05019837AA 770 BA027600EX 600 — —
BA027750EX† 750

Ram Truck* BE/BR All 27 05019837AA 770 BA027600EX 600 — —
BA027750EX 750

Durango† DN All 27 05019837AA 770 BA027600EX 600 — —
BA027750EX† 750

Wrangler TJ All 34 05019837AA 770 — — BA034500EX 500
Cherokee XJ All 58 — — 83200089 540 04671002 460
Grand Cherokee ZJ All 34 05019837AA 770 — — BA034600EX 600

Body Application Group Power Pro 7 Power Pro 6 Power Pro 5
Model Code Specific Data Size Part Number CCA Part Number CCA Part Number CCA

MINIVANS

Caravan NS 3.3L, 3.8L 34 05019837AA 770 — — BA034500EX 500
Town & Country 2.4L & HD 34 05019837AA 770 — — BA034600EX 600
Voyager Trailer Tow Pkg.

Body Application Group Power Pro 7 Power Pro 6 Power Pro 5
Model Code Specific Data Size Part Number CCA Part Number CCA Part Number CCA

* Ram Turbo Diesel requires two batteries.
† Some fleet customers require 750 CCA applications.

The battery application recommended on the chart is based on the Original Equipment specification. Batteries 
with different CCA’s may be substituted from recommended application. Please consult the Original Equipment 
application or the Owner’s Manual.
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PASSENGER CARS

Avenger FJ All 86 — — — — BA086525EX 525
Sebring
Talon
Breeze JA All 75 05086114AA 690 — — BA075510EX 510
Cirrus
Stratus
Sebring Convertible JX All 75 05086114AA 690 — — BA075510EX 510
Concorde LH All 34 05019837AA 770 — — BA034600EX 600
Intrepid
LHS
Vision
Neon PL All 58 — — 83200089 540 04671002 460
Prowler PR All 34 — — — — BA034500EX 500
Viper SR All 78 — — 04709386 730 — —

Body Application Group Power Pro 7 Power Pro 6 Power Pro 5
Model Code Specific Data Size Part Number CCA Part Number CCA Part Number CCA

TRUCKS, VANS & SPORT UTILITY VEHICLES

Ram Van/Wagon† AB All 27 05019837AA 770 BA027600EX 600 — —
BA027750EX† 750

Dakota† AN All 27 05019837AA 770 BA027600EX 600 — —
BA027750EX† 750

Ram Truck* BR All 27 05019837AA 770 BA027600EX 600 — —
BA027750EX 750

Wrangler TJ All 34 05019837AA 770 — — BA034500EX 500
Cherokee XJ All 58 — — 83200089 540 04671002 460
Grand Cherokee ZJ All 34 05019837AA 770 — — BA034600EX 600

Body Application Group Power Pro 7 Power Pro 6 Power Pro 5
Model Code Specific Data Size Part Number CCA Part Number CCA Part Number CCA

MINIVANS

Caravan NS All 34 05019837AA 770 — — BA034500EX 500
Town & Country BA034600EX 600
Voyager

Body Application Group Power Pro 7 Power Pro 6 Power Pro 5
Model Code Specific Data Size Part Number CCA Part Number CCA Part Number CCA

* Ram Turbo Diesel requires two batteries.
† Some fleet customers require 750 CCA applications.

The battery application recommended on the chart is based on the Original Equipment specification. Batteries 
with different CCA’s may be substituted from recommended application. Please consult the Original Equipment 
application or the Owner’s Manual.
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PASSENGER CARS

Avenger FJ All 86 — — — — BA086525EX 525
Sebring
Talon
Breeze JA All 75 05086114AA 690 — — BA075510EX 510
Cirrus
Stratus
Sebring Convertible JX All 75 05086114AA 690 — — BA075510EX 510
Concorde LH All 34 05019837AA 770 — — BA034600EX 600
Intrepid
Neon PL All 58 — — 83200089 540 04671002 460
Prowler PR All 34 05019837AA 770 — — BA034500EX 500
Viper SR All 78 — — 04709386 730 — —

Body Application Group Power Pro 7 Power Pro 6 Power Pro 5
Model Code Specific Data Size Part Number CCA Part Number CCA Part Number CCA

TRUCKS, VANS & SPORT UTILITY VEHICLES

Ram Van/Wagon† AB All 27 05019837AA 770 BA027600EX 600 — —
BA027750EX† 750

Dakota† AN All 27 05019837AA 770 BA027600EX 600 — —
BA027750EX† 750

Ram Truck* BE/BR All 27 05019837AA 770 BA027600EX 600 — —
BA027750EX 750

Wrangler TJ All 34 05019837AA 770 — — BA034500EX 500
Cherokee XJ All 58 — — 83200089 540 04671002 460
Grand Cherokee ZJ All 34 05019837AA 770 — — BA034600EX 600

Body Application Group Power Pro 7 Power Pro 6 Power Pro 5
Model Code Specific Data Size Part Number CCA Part Number CCA Part Number CCA

MINIVANS

Caravan NS All 34 05019837AA 770 — — BA034500EX 500
Town & Country BA034600EX 600
Voyager

Body Application Group Power Pro 7 Power Pro 6 Power Pro 5
Model Code Specific Data Size Part Number CCA Part Number CCA Part Number CCA

* Ram Turbo Diesel requires two batteries.
† Some fleet customers require 750 CCA applications.

The battery application recommended on the chart is based on the Original Equipment specification. Batteries 
with different CCA’s may be substituted from recommended application. Please consult the Original Equipment 
application or the Owner’s Manual.
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PASSENGER CARS

Acclaim AA All 34 05019837AA 770 — — BA034500EX 500
LeBaron BA034600EX 600
Spirit
LeBaron Convertible AJ All 34 05019837AA 770 — — BA034500EX 500

BA034600EX 600
Summit B9 All 51 — — — — 04798346 450
Summit Wagon w/1.8L CZ All 25 05086114AA 690 — — 04364916 525
Summit Wagon w/2.4L CZ All 24 05019837AA 770 04364907 525 04364908 450
Avenger FJ All 86 — — — — BA086525EX 525
Sebring
Talon
Breeze JA All 75 05086114AA 690 — — BA075510EX 510
Cirrus
Stratus
Concorde LH All 34 05019837AA 770 — — BA034500EX 500
Intrepid BA034600EX 600
LHS
New Yorker
Vision
Neon PL All 58 — — 83200089 540 04671002 460
Viper SR All 78 — — 04709386 730 — —
Stealth ST All 25 05086114AA 690 — — 04364916 525

Body Application Group Power Pro 7 Power Pro 6 Power Pro 5
Model Code Specific Data Size Part Number CCA Part Number CCA Part Number CCA

TRUCKS, VANS & SPORT UTILITY VEHICLES

Ram Van/Wagon† AB All 27 05019837AA 770 BA027600EX 600 — —
BA027750EX† 750

Dakota† AN All 27 05019837AA 770 BA027600EX 600 — —
BA027750EX† 750

Ram Truck* BR All 27 05019837AA 770 BA027600EX 600 — —
BA027750EX 750

Cherokee XJ All 58 — — 83200089 540 04671002 460
Wrangler YJ All 58 — — 83200089 540 04671002 460
Grand Cherokee ZJ All 34 05019837AA 770 — — BA034500EX 500

BA034600EX 600

Body Application Group Power Pro 7 Power Pro 6 Power Pro 5
Model Code Specific Data Size Part Number CCA Part Number CCA Part Number CCA

MINIVANS

Caravan AS All 34 05019837AA 770 — — BA034500EX 500
Town & Country BA034600EX 600
Voyager

Body Application Group Power Pro 7 Power Pro 6 Power Pro 5
Model Code Specific Data Size Part Number CCA Part Number CCA Part Number CCA

* Ram Turbo Diesel requires two batteries.
† Some fleet customers require 750 CCA applications.

The battery application recommended on the chart is based on the Original Equipment specification. Batteries 
with different CCA’s may be substituted from recommended application. Please consult the Original Equipment 
application or the Owner’s Manual.
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PASSENGER CARS

Acclaim AA All 34 05019837AA 770 — — BA034500EX 500
LeBaron BA034600EX 600
Spirit
LeBaron Convertible AJ All 34 05019837AA 770 — — BA034500EX 500

BA034600EX 600
Shadow AP All 34 05019837AA 770 — — BA034500EX 500
Sundance BA034600EX 600
Colt B9 All 51 — — — — 04798346 450
Summit
Laser BD All 86 — — — — BA086525EX 525
Summit Wagon w/1.8L CZ All 25 05086114AA 690 — — 04364916 525
Summit Wagon w/2.4L CZ All 24 05019837AA 770 04364907 525 04364908 450
Avenger FJ All 86 — — — — BA086525EX 525
Sebring
Talon
Concorde LH All 34 05019837AA 770 — — BA034600EX 600
LHS
New Yorker
Intrepid
Vision
Viper SR All 78 — — 04709386 730 — —
Stealth ST All 25 05086114AA 690 — — 04364916 525

Body Application Group Power Pro 7 Power Pro 6 Power Pro 5
Model Code Specific Data Size Part Number CCA Part Number CCA Part Number CCA

TRUCKS, VANS & SPORT UTILITY VEHICLES

Ram Van/Wagon† AB All 27 05019837AA 770 BA027600EX 600 — —
BA027750EX† 750

Dakota† AN All 27 05019837AA 770 BA027600EX 600 — —
BA027750EX† 750

Ram Truck* BR All 27 05019837AA 770 BA027600EX 600 — —
BA027750EX 750

Cherokee XJ All 58 — — 83200089 540 04671002 460
Wrangler YJ All 58 — — 83200089 540 04671002 460
Grand Cherokee ZJ All 34 05019837AA 770 — — BA034500EX 500

BA034600EX 600

Body Application Group Power Pro 7 Power Pro 6 Power Pro 5
Model Code Specific Data Size Part Number CCA Part Number CCA Part Number CCA

MINIVANS

Caravan AS All 34 05019837AA 770 — — BA034500EX 500
Town & Country BA034600EX 600
Voyager

Body Application Group Power Pro 7 Power Pro 6 Power Pro 5
Model Code Specific Data Size Part Number CCA Part Number CCA Part Number CCA

* Ram Turbo Diesel requires two batteries.
† Some fleet customers require 750 CCA applications.

The battery application recommended on the chart is based on the Original Equipment specification. Batteries 
with different CCA’s may be substituted from recommended application. Please consult the Original Equipment 
application or the Owner’s Manual.


